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Rancho Cordova ATP Prioritization 

Framework 
 

 

Introduction 
The City of Rancho Cordova (City) is updating and consolidating the existing pedestrian and bicycle 

master plans into an Active Transportation Plan (ATP). This ATP will serve as a comprehensive action plan 

for the City to provide improved pedestrian and bicycle facilities for its residents, employees, and visitors. 

This memorandum describes the prioritization framework and criteria to help identify the highest priority 

set of projects in the ATP as a final step of the Plan’s development. The prioritization criteria are intended 

to align with the ATP vision and goals, which include the following: 

◼ Safety First: Traveling on city streets and paths should not result in a loss of life. Safety First 

means a network of streets and paths that is safe for all ages and abilities to walk, bike, and roll. 

It also means encouraging safe travel practices for everyone including drivers. Meeting this goal 

will protect the City’s most vulnerable road users and encourage people to consider walking, 

biking, or rolling for transportation or recreation. 

◼ Healthy and Sustainable: Residents and visitors value their health and the environment and are 

free to incorporate sustainable and active travel into their lives. Healthy and Sustainable means 

everyone has access to opportunities to incorporate active travel into their daily lives, whether 

that is going for a walk to exercise and relieve stress, or biking to the grocery store. Removing 

barriers to active travel inspires healthy lifestyles and increases equity and fairness, especially for 

those with limited travel options. It also improves community resilience, mental and physical 

health, and sustainability.  

◼ Joyful Choices: Walking, biking, and rolling are joyful, practical, satisfying, and natural choices 

for trips around the city. Joyful Choices mean walking, biking, or rolling in Rancho Cordova is 

comfortable, minimizes stress, and inspires joy while traveling through the city. It also means a 

connected network with comfortable routes that are inclusive and convenient to social, 

recreational, and essential destinations. 

◼ Deliver and Maintain: The city views active transportation projects and their maintenance as 

essential to everyday life. Deliver and Maintain means the city is committed to delivering and 

enhancing walking, biking, and rolling options that are well-maintained, appropriate for the 

context of the surrounding area, and integrated into new development. It means that routes for 

walking, biking, and rolling are direct, comfortable, safe, and follow best practices in design and 

implementation to future-proof their use. Active transportation is integrated into all aspects of 

City processes, including design, budgeting, operation, maintenance, and development reviews. 

This memo includes the following topics: 
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◼ Initial Prioritization is the initial quantitative prioritization applied to assess the level of 

alignment with ATP goals. This section presents the proposed factors and evaluation criteria and 

summarizes the framework for evaluating the criterion. 

◼ Supplemental Evaluations describes the additional qualitative assessments applied to further 

differentiate projects and develop an implementation order using the following three feasibility-

oriented factors of project readiness, project cost and funding opportunities, and project 

support.  

◼ Next Steps presents subsequent actions for the City and consultant team. 

INITIAL PRIORITIZATION 

Proposed Factors and Evaluation Criteria 

The proposed evaluation process is informed by the framework from National Cooperative Highway 

Research Program (NCHRP) Report 803: ActiveTrans Priority Tool1 (APT), the result of a national research 

effort. The APT methodology was based on an extensive review of existing prioritization processes being 

used by agencies across the country at the state, regional, and local level. It uses a standard set of terms 

and definitions to describe the different steps in the process. The following definitions apply within the 

APT:  

◼ Factors are the categories used to express community or agency values considered in the 

prioritization process and contain groups of variables with similar characteristics. The APT has 

selected nine primary factors commonly used by agencies across the country that are 

particularly suited for prioritization of active transportation needs. 

◼ Evaluation Criteria (or variables) are characteristics of roadways, households, neighborhood 

areas, and other features that can be measured, organized under each factor. The terms 

evaluation criteria and variables may be used interchangeably.  

◼ Weights are the numbers used to indicate the relative importance of different factors based on 

community or agency values. In order to increase transparency and legibility in the weighting 

step, weights are applied to factors, not to criteria (which are often much more technical in 

nature). 

The proposed prioritization factors and criteria are informed by NCHRP Report 803 and by the ATP’s goals 

as referenced above.  

Table 1: Prioritization Factors and Evaluation Criteria 

Factor Criteria Notes Ped Bicycle 

Safety 
Pedestrian/Bicycle 

Crashes 

This criterion will prioritize locations based on 

analysis of pedestrian- and bicycle-involved 
X X 

 
1 Lagerwey, Peter A., et al. Pedestrian and Bicycle Transportation Along Existing Roads—ActiveTrans Priority Tool Guidebook. NCHRP 

Report 803. Project No. 07-17. 2015. Available online at http://onlinepubs.trb.org/onlinepubs/nchrp/nchrp_rpt_803.pdf 

http://onlinepubs.trb.org/onlinepubs/nchrp/nchrp_rpt_803.pdf
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Factor Criteria Notes Ped Bicycle 

collisions. This criterion aligns with the goal of 

Safety First. 

Connectivity 

Pedestrian/Bicycle 

Level of Traffic Stress 

or Crossing Barriers 

This criterion will prioritize locations based on the 

presence of high-stress pedestrian and bicycle 

facilities and crossing barriers. The level of traffic 

stress analysis for this criterion was already 

conducted for this project. This criterion aligns with 

the goals of Safety First, Healthy and Sustainable, 

and Joyful Choices. 

X X 

Proximity to schools, 

parks, trails, and 

transit 

This criterion will prioritize locations with proximity 

to schools, parks, trailheads, and transit stops. This 

criterion aligns with the goals of Healthy and 

Sustainable, and Joyful Choices. 

X X 

Equity Equity Index 

The equity index uses variables from census data at 

the block group level as indicators of relative 

disadvantage and locations where investment would 

promote socially equitable outcomes. This criterion 

aligns with the goal of Healthy and Sustainable. 

X X 

Framework for Applying the Criteria 

For the application of the factors and criteria discussed above, Kittelson will use the process from NCHRP 

Report 803. This report is accompanied by a pre-programmed APT spreadsheet tool2 that can be tailored 

to project, segment, or geographic area inputs. The spreadsheet tool may be used for the entire process, 

or it can be supplemented with calculations from GIS or performed manually. Given the spatial nature of 

pedestrian and bicycle planning, it is common to perform GIS calculations to create input variables—as is 

proposed for the factors identified in this section. The tool’s 10-step process is outlined and briefly 

annotated in italics below. 

1. Define purpose. An agency first determines the purpose of the prioritization process. This prioritization 

process will prioritize locations at the segment level. The scored segments will then be linked to projects. 

This aligns with the scale at which data is available and allows for aggregation of segment-specific factors. 

2. Select factors. An agency next selects the factors to be used in prioritization that align with their goals 

for the prioritization process. The proposed factors for the ATP are identified in the preceding section. 

3. Establish factor weights. Each factor is weighted on a scale of 1 to 10 to indicate its relative importance 

to other factors. The proposed weights are identified in the following section.  

 
2 Available at: https://www.pedbikeinfo.org/topics/tools_apt.cfm 
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4. Select variables (criteria) for each factor. For each selected factor, agencies may select one or more 

variables to measure the factor. Kittelson has proposed three factors and a total of four criteria or 

indicators as shown in the preceding table. 

5. Assess data availability. For all proposed factors and criteria, the project team has access to the necessary 

data. 

6. Assess technical resources. Agencies assess their existing technical resources and capabilities to 

determine if existing resources are sufficient. The project team will use a combination of GIS software 

and the APT spreadsheet tool to perform calculations. 

7. Set up prioritization tool. Having established the purpose, factors, variables, and required data, the 

next step is to set up a tool to implement the prioritization method. The project team will use the APT 

spreadsheet tool.  

8. Input data. 

9. Scale variables. Scaling involves selecting a common numeric scale and adjusting raw values to fit the 

common scale. Scaling should not be confused with weighting. Scaling is a more objective, technical 

function, while weighting is based on community/agency values. Scaling is necessary so that variables 

have a comparable impact on the prioritization score in the absence of weighting. Scaling methods 

should be chosen carefully depending on the distribution and range of the data points. For example, 

this would be applied when applying a low-medium-high scale to a numeric variable such as household 

income, in order to categorize census tracts in a city as having low, medium, or high household income.  

10. Calculate priority scores. Finally, agencies sum the weighted values for each factor to derive a total 

score for each location. The segments can then be ranked based on the prioritization score. In some 

cases, agencies may wish to revisit factors, variables, and/or weighting, and make adjustments to their 

prioritization based on additional input or evolving prioritization purposes. The spreadsheet used for this 

project allows for adjustment of factor weights and comparison of results.  
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Initial Prioritization Analysis Methodology & Evaluation Criteria 

This section discusses the proposed methodology for each of the proposed initial prioritization criterion. 

Table 2: Safety Criterion 

Pedestrian/Bicycle Crashes  

Description 

This measure uses the results of the pedestrian and bicycle collision analysis. The 

analysis identifies locations where pedestrian- and bicycle-involved collisions have 

occurred, associated with risk for people walking or biking. 

Data Needs The spatial files representing the crash analysis. 

Proposed 

Methodology 

The methodology will use the presence within 75 ft of a proposed facility segment 

or intersection location where a pedestrian- or bicycle-involved crash has 

occurred. Seventy-five feet is used to represent a reasonable area of influence for 

crashes. Crashes will be given scores that reflect the presence and severity of 

crashes that occurred on a facility.  

Scoring 

Recommended method: Scoring will be one of four values: 

3 = Two or more fatal or serious injury crashes present 

2 = One fatal or serious injury crash present 

1 = At least one crash present 

0 = No crashes present 

Limitations 

Pedestrian and bicycle collision data used for this analysis will only include 

collisions that were reported to the UC Berkeley Transportation Information 

Mapping System database between 2019-2023. Collisions that do not result in 

injury, death, or over a sufficient amount of property or vehicle damage are not 

required to be reported in California and would not necessarily be recorded in the 

data. As a result, not all pedestrian and bicycle collisions are represented in this 

data and the quality of collision data is limited by the amount of detail provided 

by the person completing the collision report form.  

Pedestrian and bicycle count data are not consistently and completely available; 

therefore, pedestrian or bicycle exposure could not be accounted for in 

developing this criterion. 

Finally, because numbers of pedestrian‐ and bicycle‐involved collisions are 

typically low relative to all collisions and may represent random and/or 

behavioral/human factor causes where the specific location is not inherently a 

factor in the collision, this criterion alone represents only a partial assessment of 

bicycle and pedestrian safety. 
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Table 3: Connectivity Criterion 

Pedestrian and Bicycle Level of Traffic Stress  

Description 

This measure incorporates the results of previously-conducted pedestrian and 

bicycle level of traffic stress (LTS) analyses conducted for this project to assess 

low-stress network connectivity. Level of traffic stress was developed at the 

Mineta Transportation Institute in 2012 to estimate the level of stress a bicyclist 

may feel while riding along a particular roadway. In the method adopts a “worst 

case scenario” approach whereby the roadway characteristic with the highest 

stress level determines the score for the segment. Scores range from 1 (a 

comfortable facility for users of all ages and abilities) to 4 (a facility that only 

strong and fearless cyclists would feel comfortable using). 

Data Needs 
The spatial files representing the output of the pedestrian and bicycle level of 

traffic stress analyses conducted for this project. 

Proposed 

Methodology 

Kittelson will assign the computed LTS score to each roadway segment. If a 

prioritization segment is connected to multiple LTS analysis segments, it will be 

assigned the higher (i.e., more stressful) LTS score. 

Scoring 

Given that segments rated with high-stress (LTS score of 3 or 4) would not be 

suitable for people of all ages and, these are identified as a barrier to walking and 

biking and the scoring will be binary: 

1 = High-stress facilities (LTS score of 3 or 4) 

0 = Low-stress facilities (LTS score of 1 or 2) 

Limitations The LTS analysis was conducted using roadway data provided by the City. 
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Proximity to Schools, Parks, Trailheads, and Transit 

Description 
This measure will prioritize projects in locations that are close to facilities that 

promote physical activity. 

Data Needs 

The spatial location of the following facilities: 

• Trailheads of regional significance 

• Rancho Cordova schools 

• Rancho Cordova parks and open spaces (including RCPD) 

• Transit stops 

Proposed 

Methodology 

The methodology will use the straight-line distance from the nearest point of a 

roadway segment to the nearest of each of the above-listed groups. The segments 

will be evaluated by this distance, with a lower number representing a better score. 

Scoring 

The score will be the distance from the roadway segment’s nearest point to the 

nearest identified destination as described above. Road segments will be ranked by 

percentile based on this distance (100th percentile indicating the lowest such 

distance). The resulting scores will range continuously from zero to one with higher 

scores reflecting closer proximity to a destination and/or multiple destinations. 

Limitations 

The proposed method employs publicly available data but is limited with respect to 

the type of access to healthy destinations. As such, there may be other destinations 

associated with health outcomes for some residents that are not captured in this 

methodology (e.g., private gyms). 

 

Table 4: Equity Criterion 

Equity Index 

Description 

There are several different indices and indicators to measure equity and identify 

areas of disadvantage for purposes of the Federal Multimodal Project 

Discretionary Grant (MPDG) grant and other funding opportunities offered by the 

U.S. Department of Transportation. These include Areas of Persistent Poverty and 

Historically Disadvantaged Communities. Caltrans has also created the 

Transportation Equity Index, a spatial screening tool designed to identify 

transportation-based priority populations at the census block level. This proposed 

equity criterion measure focuses on transportation-specific indicators, 

distinguishing it from broader environmental justice tools. It can be used 

alongside other screening tools, including those listed above and CalEnviroScreen 

and the Climate and Economic Justice Screening Tool (CEJST). This index 

incorporates a number of demographic and socioeconomic factors to identify 

areas with overlapping determinants of transportation and economic 

disadvantage. 
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Data Needs 

Most recent available five-year American Community Survey data at the census 

block group level (where available), or the census tract level for the following 

attributes: 

1. Communities of Color 

2. Low Income (<200% of Poverty) Population 

3. Limited English Proficiency Population 

4. Zero-vehicle Households 

5. Seniors Over 75 

6. Youth Under 10 

7. Population with a Disability 

8. Single-Parent Families 

9. Overburdened Renters 

Proposed 

Methodology 

Roadway segments will be evaluated with the use of an equity index. The equity 

index will use the variables listed above and roadways will be assigned the highest 

equity index among the census block groups that they have the largest overlap 

with. 

The equity index will be calculated as follows: 

• Starting with the variables listed under data sources, Kittelson will convert 

household, family, and housing unit statistics to person-units using the average size 

of that grouping for each block group.  

• The nine population values will be summed and divided by the total population 

of the block group to generate the preliminary index value.  

• For variables where census tract data are utilized, block group values will be 

scaled based on the portion of overlap with census tracts.  

• The preliminary index value will be scaled to a value of one such that the 

maximum score for the most transportation-disadvantaged block groups receive a 

score of one and all other values are scaled relatively to the maximum. 

• Because an individual can have more than one criterion attributed to them (e.g., 

a person could be living in poverty and be in a single-parent household), the index 

intentionally counts individuals multiple times to generate an index that evaluates 

the relative equity disadvantage of the block group.  

The equation used to develop the segment transportation disadvantaged score is 

shown below: 

𝐸𝑞𝑢𝑖𝑡𝑦  𝐼𝑛𝑑𝑒𝑥 = 

(𝐸𝑙𝑑 + 𝑌𝑡ℎ + 𝑁𝐻 + 𝑃𝑜𝑣 + (𝐻𝐻(𝑉𝑒ℎ + 𝐹𝑎𝑚 + 𝑅𝑒𝑛𝑡 + 𝐿𝐸𝑃) + 𝐷𝑖𝑠)

𝑃𝑜𝑝
 

where: 

Eld = # of residents over 75 
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Yth = # of residents under 10 

NH = # of residents who identify as non-white or Hispanic (communities of color) 

LEP = # of households identified as speak English “not well” or “not at all” 

Pov = # of residents with income under 200% of poverty level 

HH = Average California household size 

Veh = # of households with 0 vehicles 

Fam = # of single-parent families 

Rent = Overburdened renters 

Dis = # of residents with a disability 

Pop = Total population 

Data at the household level is multiplied by the average household size for each 

block group. 

Scoring 

Scoring will be continuous, with scores initially ranging from zero to a maximum 

possible score of eight based on the sum of indices. (Two categories, seniors over 

75 and youth under 10 are mutually exclusive). A score of eight would indicate that 

every resident within the block group meets eight of the nine indicators. Each 

score will then be divided by the maximum score to obtain its index value relative 

to maximum. 

Limitations 

This metric calculates an index of a given area for a transportation disadvantaged 

population, but it does not represent total numbers of people. Therefore, a block 

group with a lower total number but higher proportion of transportation 

disadvantaged people would be rated higher than a more populous block group. 

Additionally, the indicator is based on publicly-available American Community 

Survey data. There may be other desirable indicators of relative disadvantage for 

which spatial data are not readily accessible. 
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Weightings 

This section revisits the framework with a few considered weightings in Table 5, including the equal 

weights method ultimately selected. 

Table 5: Possible Factor Weighting for Prioritization1 

Factor Criteria 

Equal 

Weights 

Method Safety Focus 

Connectivity 

Focus Equity Focus 

Safety 
Pedestrian/ 

Bicycle Crashes 
33% 66% 16.5% 16.5% 

Connectivity 

Sidewalk Gaps 

and Crossing 

Barriers OR 

Pedestrian and 

Bicycle Level of 

Traffic Stress 

16.5% 

16.5% 66% 16.5% 

Proximity to 

Schools, Parks, 

Trailheads, and 

Transit 

16.5% 

Equity Equity Index 33% 16.5% 16.5% 66% 

Total 100% 100% 100% 100% 

1 The overall score is the sum of weighted scores, which range from 0 to 1 

 

SUPPLEMENTAL EVALUATION 

The initial prioritization is used to develop scores for each segment and crossing location in Rancho 

Cordova. The segments are then combined to create logical project extents. Projects are then assigned 

numerical scores based on their respective locations on the scored segments. Through this quantitative 

approach, the City can consistently compare the level to which different projects align with the ATP goals 

and do so in a repeatable way.  

After the initial prioritization, the Project team will further assess the top ranked bikeways, sidewalks, and 

crossings through a supplemental evaluation that is more qualitative in nature and intended to further 

differentiate projects with similar scores to create an implementation order. Each of the higher scoring 

projects will be evaluated against the same subset of criteria and scored qualitatively using a scale of high, 

medium, and low, for its performance. This supplemental evaluation provides a more nuanced and in-
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depth understanding of the factors of Project Readiness, Project Cost and Funding Opportunities, and 

Project Support to allow for more informed decisions about implementation. The draft supplemental 

evaluation metrics and scoring rubric are outlined in Table 6. 

Table 6: Draft Supplemental Evaluation Metrics and Scoring Rubric 

Factor Evaluation 

Metrics  

Scoring Scale 

Low Medium High 

Project 

Readiness 

What stage of 

development is 

the project in?  

 

The project is not on 

the repaving plan or 

CIP list.  

The project requires 

reconstruction or 

right-of-way 

acquisition. 

The project may be 

on the repaving plan 

or the CIP list.  

The project may 

require 

reconstruction or 

lane reconfiguration 

or right-of-way 

acquisition.  

The project is on the 

repaving plan or the 

CIP list. Concept or 

construction plans 

have been 

developed. The 

project does not 

require right-of-way 

acquisition but may 

require lane 

reconfiguration or 

reconstruction. 

Project Cost 

and Funding 

Opportunities 

What is the 

likelihood of 

receiving funds 

for the project? 

The project is not on 

the repaving plan or 

the CIP list. 

The project is far 

from housing 

opportunity sites. 

The project may not 

be competitive for 

various funding 

sources. 

The project may be 

the repaving plan or 

the CIP list. 

The project may be 

close to housing 

opportunity sites. 

The project may be 

competitive for 

multiple funding 

sources. 

The project is on the 

repaving plan or the 

CIP list.  

The project is close 

to housing 

opportunity sites. 

The project is 

expected to be 

competitive for 

multiple funding 

sources. 

Project 

Support 

What level of 

support does 

the project 

have? 

Support for the 

project has not been 

expressed.  

Some support for 

the project has been 

expressed.  

Strong support for 

the project has been 

expressed. 

NEXT STEPS 

Kittelson has applied the initial prioritization methodology to develop a preliminary ranking bikeway, 

sidewalk, and crossing projects and prepared maps presenting the combined results by quartile for each 

project type, as well as results for each individual evaluation factor. These maps are included as 

attachments to this memorandum. 
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Kittelson will collaborate with City staff and the Plan Development Team to review the initial evaluation list 

and identify additional projects that may warrant further review as part of the supplemental evaluation. 

After the project list for supplemental evaluation has been finalized, Kittelson will conduct the 

supplemental evaluation and develop a near-term action plan that identifies the top priority projects for 

implementation. 

ATTACHMENTS 

• Bikeway Network Prioritization Scores by Quartile 

o Bikeway Network Safety Criterion Scores by Quartile 

o Bikeway Network Connectivity Scores by Quartile 

o Bikeway Network Equity Scores by Quartile  

o Bikeway Network Core Network Map 

• Crossing Improvements Prioritization Scores by Quartile 

o Crossing Improvements Safety Criterion Scores by Quartile 

o Crossing Improvements Connectivity Scores by Quartile 

o Crossing Improvements Equity Scores by Quartile  
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to combine safety, equity, and
connectivity indices.
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Bike Facility Prioritization:
Connectivity Index

Specific Plan Areas (Reflects most recent private
development plans)

Incorporates distance to
nearest school, park,
trailhead, and transit service
and accounts for existing
level of traffic stress.
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Bike Facility Prioritization:
Equity Index

Specific Plan Areas (Reflects most recent private
development plans)

Incorporates 9 census variables,
including communities of color,
low income population, limited
English proficiency, zero-vehicle
households, seniors 65+, youth
under 10, people with
disabilities, single-parent
families, and overburdened
renters.
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Backbone bicycle network

Backbone Bicycle Network

Specific Plan Areas (Reflects most recent private
development plans)

Backbone network includes all existing shared
use paths, along with select existing or proposed
bike facilities that connect to key destinations,
including schools, transit, and trailhead access.
Some existing shared use paths that provide
internal circulation for developments are
removed for clarity.
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Crossing Facility Prioritization:
Combined Score Percentile

Uses the "equal weights method"
to combine safety, equity, and
connectivity indices.

Specific Plan Areas (Reflects most recent private
development plans)
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Crossing Facility Prioritization:
Safety Index

Specific Plan Areas (Reflects most recent private
development plans)

CORC_crossings_prioriti

Crash Value_scaled

Indicates presence and
severity of crashes within
250ft of crossing.
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Crossing Facility Prioritization:
Connectivity Index

Specific Plan Areas (Reflects most recent private
development plans)

Incorporates distance to
nearest school, park,
trailhead, and transit service
and accounts for existing
level of traffic stress.
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Crossing Facility Prioritization:
Equity Index

Incorporates 9 census variables,
including communities of color,
low income population, limited
English proficiency, zero-vehicle
households, seniors 65+, youth
under 10, people with
disabilities, single-parent
families, and overburdened
renters.

Specific Plan Areas (Reflects most recent private
development plans)


